STREETSCAPE DESIGN ELEMENTS
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SECONDARY LIGHT

6.1 Street Lighting

6.1 STREET LIGHTING

1.

10.

Street lighting shall adhere to the City Of Houston
Guidelines for thoroughfare street lighting standards.

Major Intersections and commercial areas shall be
illuminated to a higher level than the primary roadway.

Poles and fixtures shall be of a period ‘acorn’ style
with a shepherds hook mounting configuration.

Petition City Council to designate the three corridors
as banner districts. Poles shall be capable of receiv-
ing banners.

Pole and fixture colors shall be a consistent dark
green, grey, or black.

Where needed, lower level pedestrian lighting shall be
of a compatible color and style to the proposed street
lights.

Fixtures shall be semi-cutoff with house side shields
to reduce light trespass on adjacent residential prop-
erties (on commercial properties the house side shield
is not needed).

Fixture lamps shall be metal halide, 250-400 Watts.
Commercial and retail properties are encouraged to
provide canopy, building facade, and storefront light-
ing to supplement the proposed street lights.

Street light bases shall be made out of concrete and

adorned with a custom mosaic tile pattern distinctive
for each corridor.
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STREETSCAPE DESIGN ELEMENTS

ORNAMENTAL POT

1.

6.2 Street Furniture

6.2 STREET FURNITURE

Streetscape treatment should include benches, trash
receptacles, and bicycle racks.

Street furniture shall be of a high density, colored con-
crete with a vandal resistant finish.

Seating areas shall be located at specific points along
the block face in intervals dependent upon the type of
adjacent land use.

Unique mosaic tile patterns for each corridor shall be
incorporated in the furniture. Inspirational, cultural,
and/or historical quotations will be engraved on the
benches.

Adjacent retail properties shall be encouraged to pro-
vide additional seating area opportunities.

Ornamental pots shall be incorporated into the overall
irrigation system for easier long-term maintenance.

The unique mosaic tiles and artwork on the street fur-

niture shall be incorporated into the area signage and
pavement schemes.
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STREETSCAPE DESIGN ELEMENTS

6.3 Pedestrian Paving/Accessibility

Special Sidewalk Paving

* Interlocking Clay Paver

» Contrasting Color and Pattern to Crosswalks
« At Corners of Major Intersections

* ADA Compliant Ramps

6.3 PEDESTRIAN PAVING/ACCESSIBILITY

! 1. Sidewalks shall be a minimum of 5’-0” wide and have a
5 smooth consistent surface.

2. If the sidewalk is less than 5’-0” in width or is damaged
and/or uneven, the sidewalks shall be reconstructed.
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3. If more than 30% of the existing sidewalk is damaged
or uneven but is the required 5’-0” minimum width, only
the damaged sections will be rebuilt.
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4’;" T"Iﬁ" 4. Sidewalks shall be natural color concrete pavement with
smooth broom finish and built according to the City of

Houston Public Standards.

5. Access ramps not complying with the Americans with
Disability Act, Texas Accessibility Standards, and City of
Houston Public Works Department shall be reconstruct-
ed.

6. Designated major intersections for each corridor shall
have new crosswalks constructed out of interlocking
clay pavers bordered by 12” wide, colored concrete.

POTENTIAL ELEMENT 7. A complementary clay brick paver of a different color

shall be used at the proposed access ramp landings.
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Special Crosswalks Paving

+ Interlocking Clay Paver

* 12" Wide Colored, Concrete Banding

= At Corners of Major Intersections

* Minimum 12-0" Wide to Center Line of
Crosswalk Banding
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) Along Parking Lots
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Along Service Areas

STREETSCAPE DESIGN ELEMENTS

Continuous Shrub Hedge

Trash |

Enclosure|

Solid Fencing Required

6.4 Parking Lot, Utility, and Service Area Screening

6.4 Parking Lot, Utility, and Service Area
Screening

1. All parking areas shall be screened with a continuous
shrub hedge per the City of Houston Landscape
Ordinance.

2. All trash dumpsters shall be screened with an opaque
fencing system or located to the rear of the property away
from view from public streets.

3. Service areas shall be screened with a continuous shrub
hedge.

4. Air conditioning units or other large exterior utility struc-
tures shall be located to the rear of the property or
screened with an opaque fencing system or shrub hedge.
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STREETSCAPE DESIGN ELEMENTS

6.5 Site Landscaping
6.5 SITE LANDSCAPING

1. Hardwood shade trees to be planted at maximum intervals of 30’-0” on center along the corridors (unless there
are existing shade trees) .

2. Flowering trees shall be located in the medians in groups and with different color themes.

3. Along Elgin, where the median is greater than 16 feet in width, a landscaping treatment w/public art work shall
be provided at appropriate intervals.

b ! !
Street Trees j 4k ]
* Hardwood At 30°-0" of center (. : CA
« Consistent Species e

Special Intersection Treatment
* Ornamental Trees

*Crosswalk Special Clay Pavers
*Qrnamental Lighting

Sidewalks
* Upgrade Sidewalks

* 5'-0" Minimum Width
«ADA Compliant Ramps

Median Treatment
« Ornamental Trees At Nose
« Shrubs/Ground Covers

« Simple Tree Plantings/Infill

“ TYPICAL STREET LANDSCAPE PLAN Page 35



@ STREETSCAPE DESIGN ELEMENTS
6.5 Site Landscaping, cont’ d.

Wider sidewalk and

Intersection Landscape berm
where applicable access ramps (5 feet min.)
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Tree infill planting
(low maintenance)

Special landscaping
Public art

@ 0 20 50 100 ft.
m

“ MEDIAN LANDSCAPE TREATMENT(Where Applicable) Page 36




STREETSCAPE DESIGN ELEMENTS

6.6 Freeway Accessibility And Landscape | mprovements

District marker Ornamental lights Public art
under bridge
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Landscaping

District marker Special crosswalk

Landscaping
treatment

. trees
. shrubs/ground covers
. low maintenance

0 20 50 100 t.
m

OVERPASS
OVERPASS

BLODGETT STREET/HWY. 288 INTERCHANGE Page 37

LANDSCAPE PLAN



STREETSCAPE DESIGN ELEMENTS

6.6 Freeway Accessibility and Landscape | mprovements, cont’d.

Urban forest
+ low maintenance
« native plants

Landscape Berm Close existing street
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Landscape
Screening
N
0 20 50 100 ft.
m
| Wildflower plantings | District low wall

« low maintenance

OLD SPANISH TRAIL/HWY. 288 INTERCHANGE Page 38
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@ STREETSCAPE DESIGN ELEMENTS
6.7 Wayfinding Signage Systems

6.7 Wayfinding Signage Systems

1. The wayfinding signage system includes district markers/monuments, directional signage, histori-
cal/cultural markers, street signs, and pavement graphics.

2. The use of color and/or texture will vary for each corridor with a predominant theme being devel-
oped based upon local artist input.

3. Signage markers can be stand alone or attached to street signs and street light poles.

s, i PN
S \pew
BRoCAN SR :
SAUT FINISH IDWWW&O

't, PISTR4COT SI&N

£—— opt1o -
ggrwm pol
’?’ \OAL_—
scopLe e
\ L]
L * {0
. = DISTRICT /
b _}: . _#VIARKER/MONUMENT | STREET SIGN

“ Page 39



@ STREETSCAPE DESIGN ELEMENTS
6.7 Wayfinding Signage Systems, cont’d.

OPTION A OPTION B OPTION C OPTION D

7777

" e, o ,-
AR LAy
.

; ,.:". .1

R
G‘M}:H'IG S

e,
b : - s ‘
T e e e

—T-:‘—-' B P S
. Y
-
="
e

DIRECTIONAL/HISTORICAL SIGNAGE
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STREETSCAPE DESIGN ELEMENTS

6.8 Public Art

6.8 PUBLIC ART
1,

Where practical, a local artist should be engaged to pro-
duce locally-significant artwork that can be incorporated
into the landscape.

Mosaic tiles, pavement patterns, street furniture, ban-
ners, signage, street lights, and other landscape ele-
ments are appropriate media for public art.

Public art shall be incorporated in the design elements
and not specifically installed as a stand-alone piece.
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STREETSCAPE DESIGN ELEMENTS

6.9 Bicycle Facilities

—Seating Area
» benches
- bicycle racks
. Special paving
- Shade trees

6.9 BICYCLE FACILITIES

In the three corridors studied, the only major interface with a cur-
rent or proposed bicycle system is the proposed hike and bike
trail that crosses Blodgett Street just east of Ennis along the
abandoned Columbia Tap Railroad line. The proposed trail will
have minimal sighage and facilities as it crosses Blodgett Street.
It is proposed that additional facilities be coordinated with the
construction of the trail to add special paving, landscaping,
benches, and bicycle racks to make this a suitable rest stop
and/or gathering area.

PILGRIM CHURCH
BIKE & HIKE TRAIL
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